NISSAN

GT-R
Model
R32 Series

Foreword

This service manual has been prepared primarily for the
purpose of assisting service personnel in providing effec-
tive service and maintenance of the GT-R.

" This manual includes procedures for maintenance, adjust-
ments, removal and installation, disassembly and assembly
of components, and trouble-shooting.

All information, illustrations and specifications contained in
this manual are based on the latest product information
available at the time of publication. If your car differs from
the specifications contained in this manual, consult your
NISSAN dealer for information.

The right is reserved to make changes to specifications and
methods at any time without incurring any obligation to
make or install similar changes on vehicles and/or parts
previously purchased.



IMPORTANT SAFETY NOTIGE

The proper performance of service is essential for both the

safety of the mechanic and the efficient functioning of the
vehicle.

The service methods in this Service Manual are described
in such a manner that the service may be performed safely

_and accurately.

Service varies with the procedures used, the skills of the
mechanic and the tools and parts available. Accordingly,
anyone using service procedures, tools or parts which are
not specifically recommended by NISSAN must first com-
pletely satisfy themselves that neither their safety nor the

vehicle’s safety will be jeopardized by the service method
selected.
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A1 HOW TO USE THIS MANUAL

1. Preparation Operation Explanation
This manual describes important items for installation, removal, assembly, disassembly, inspection and
repair.
CAUTION:
A general description of a visual inspection and cleaning of disassembled parts has generally been
omitted. However, when the parts will be used again, make sure to perform visual inspection and
cleaning as necessary.

2.Configuration Components, Operation

Contents and Procedures ‘

The configuration components and operation contents and procedures are shown after the title of the
operation. The preparation standards and important operation points such as parts which cannot be used
again, tightening torque and lubrication locations are also indicated.
2-1 CONFIGURATION COMPONENTS AND OPERATION CONTENTS
The necessary operations for installation, removal, assembly and disassembly are indicated by the part
(part name).

This description is used if the only ideal procedure cannot be determined or there are many types of
components.

[Point] is used to indicate operation procedures which are necessary.
Example: Front accelerator assembly and disassembly

9 Inner grease seal

kol Outer bearing outer race
Inner bearing outer race =3 "
[Clscrew (3) 3- 4 (0.3 -0.4, 22 - 2.9)
[O)Boit (4) 25 - 33 (25 - 3.4, 18 - 25)

Disk rotor

Spacer [Point 1]

D Outer grease seal

Inner bearing

Hub bolt

Knuckle

Baffle plate

: Nem (kg-m, ft-Ib)

: Should be lubricated with grease. _
Unless otherwise indicated, use recommended multi- Outer bearing
purpose grease.

WBG]

X

: Always replace after every disassembly. Wheel hub
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A1 HOW TO USE THIS MANUAL

2.Configuration Components, Operation
Contents and Procedures (Cont’d)
2-2 STRUCTURAL PARTS DIAGRAM AND OPERATIONAL SEQUENCE
The names of the parts required for removal and replacement and assembly and disassembly opera-

tions are shown. The operational sequence must be performed in the sequence of the indicated num-
bers.

Assembly is the reverse of disassembly except when otherwise indicated.
Example: Light combination switch ASSY installation and removal

(@ Steering wheel ASSY
@ Screw (1)
® Light combination switch ASSY

® Connector
@ Shell cover

2-3 OPERATION NAME SYMBOLS

(1) (Removal) (Installation) (Additional work required )
(Removal): indicates an operation (preparation, inspection adjustment, etc.) that is only necessary for

removal.
(Installation): Indicates an operation (preparation, inspection adjustment, etc.) that is only necessary for
installation.

(Removal) (Installation): Indicates an operation (preparation, inspection adjustment, etc.) that is only
necessary for both removal and installation.
(Additional work required): Indicates a supplementary operation (removal, installation, etc.) to be per-
formed before the operation indicated in the section title.
(2) [C: Tightening torque
Indicates an operation where the torque should be checked and the standard torque value that should
be used.
When X to Y N-m (kg-m, fi-Ib) is indicated, the standard tightening torque is the mean value.
) : Should be lubricated with grease. Indicates a type of grease.
) €3 : Always replace after every disassembly.
) I} : Should be lubricated with oil.
) : Sealing point
) *: Select proper parts.
) m : Indicates when the CONSULT electronic system diagnosis is used.
.9'9, : Indicates when the CONSULT electronic system diagnosis is not used.

Gl-3
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A1 HOW TO USE THIS MANUAL

2.Configuration Components, Operation

Contents and Procedures (Cont’d)
(9) [Point No.] ([Point 1], [Point 2], [Point 3] ...)

These sections describe the techniques, special tools, and repair reference values required to perform
operations properly .

Gl-4


























































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































